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Installation Instructions Continued:
 

Now remove the glove compartment door by pulling it cautiously towared the front passenger seat.
 

The ECAS A118 control unit (picture 3, pas 6) and the X10279 cannector (#7) are now accessable
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Figure 1: This identifies the color of the wires and the connector 

DO NOT disconnect the X10279 connector from the ECAS unit before waiting 15 minutes since the last time the 
ignition circuit was turned on. During this time the ECAS and the CAN bus are still exchanging data and removing 
the X10279 connector during this time will cause fault codes to be stored in the memory. This can lead to 
the unit not operating correctly. 

After waitmg the 15 minute delay time required by the ECAS unit and the CAN bus to finish exchang ing data, you 
may unplug the X10279 connector from the ECAS ECU. 

To attach the ICM module properly to the wire harness of the X10279 connector, follow these steps in order exactly: 

Prepare the ICM15103-A wiring harness as follows: 

Crimp the preferred connectors (BMW type or Common)
 
to wire of pin 1, J1 (CAN.2L, white/red)
 
to wire of pin 6, J1 (CAN-2H , white/black)
 
to wire of pin 7, J1 (CAN·1L, yellowlred)
 
to wire of pin 8, J1 (CAN.1H , yellow/black)
 

Use a quick splice (scotch lock) connector to connec the wire of pin 1, J 1 (GND, black) to the wire of 
pin 38, X10279 (GND, brown). 

Use another quick splice (scotch lock) connector to connect the wire of pin 2, J1 (+12V, red) to the 
wire of pin 8, X10279 (+12v, red). 

Then, using a wire cutler, cut the wires of pin 2. X10279 (CAN-H, yellow/black) and of pin 20. X10279 
(CAN-L , yellow/brown) at a position of 100mm from the connector X10279 . 

From these wires strip off the insulation and crimp the matching connector that has already been 
crimped onto the ICM15103-A wiring harness , 
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tnsta llatlon Instructions Conti nued: 

Finally use the last quick splice (scotch lock) connector to connee the wire of pin 38, X10279 
(VAS , red/grey) to the wire of pin 4, J1 (VAS , yellow) 

ECAS 

Figure 2: This Is the assembly and wiring when the installation is complete . 

The ICM module is now operational. 

Pinout ECAS ECU 
Connect or Pin Color Function Connection 
X10279 36 brown Ground connect parallel 
X10279 38 red/grey VAS - Signal connect parallel 
X10279 18 red/qrev +12V connect parallel 
X10279 2 yellow/black CAN-H cui once 
X10279 20 yellow/brown CANol cut once 

Figure 3: Frontview and pinout of ICM 15103 Module 
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